
OZ air
4IN1 Screw air compressor

J7.5CTG-8

J7.5CTG-10

J11CTG-8

J11CTG-10

J15CTG-8

J15CTG-10

J22CTG-8

J22CTG-10

Max Working
Pressure

F.A.D Motor Power Connection
Net

Weight 
Dimension

(L*W*H)
bar� psig m³/min CFM hp kw kgs mm

8

10

8

10

8

10

8

10

116

145

116

145

116

145

116

145

1.10 

0.90 

1.60 

1.40 

2.60 

2.00 

3.60 

3.00 

38

31

56

49

91

70

127

106

10

15

20

30

7.5

11

15

22

G3/4”

G3/4”

G3/4”

G1”

350

510

510

555

1430*800*1580

1850*950*1870

1850*950*1870

1850*950*1870

Air Tank
Capacity

L

250

400

400

400

J11CTG-15

J15CTG-15

J22CTG-15

Max Working
Pressure

F.A.D Motor Power Connection
Net

Weight 
Dimension

(L*W*H)
bar� psig m³/min CFM hp kw kgs mm

15

15

15

217

217

217

1.0

1.6

2.3

35 

56

81 

Air Tank
Capacity

L

(15 Bar-Special For Laser Cutting Machine)

15

20

30

11

15

22

400

400

400

G3/4”

G3/4”

G1”

510

510

555

1850*950*1870

1850*950*1870

1850*950*1870

Technical Parameter
 JCTG series 4in1 Permanent Magnet VSD Screw Air Compressor

Compressor stage: one stage compression                     Standard power supply: 415v/50Hz/3Ph

Exhaust temperature: ambient temperature +15℃           Please contact us for any specification that is not within the above mentioned standards.

www.ozair.net.au
Tel+61(8) 9248 3394

Ozair Pty Ltd. Unit 2,7 Denninup Way. Malaga 6090, Western Australia

Email: Info@ ozair.net.au

Combine All In One
Normal Screw Air Compressor system includes：
Screw air compressor + air tank + air dryer + line air filter + pipeline
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